OFDM FOR MOBILE DATA COMMUNICATIONS

INTRODUCTION

1. Orthogonal frequency division multiplexing (OFDM) is a communication technique that divides a communication channel into a number of equally spaced frequency bands. A subcarrier carrying a portion of the user information is transmitted in each band. Each subcarrier is orthogonal (independent of each other) with every other subcarrier, differentiating OFDM from the commonly used Frequency Division Multiplexing (FDM). OFDM is a modulation and multiple-access technique that has been explored for more than 20 years. Only recently has it been finding its way into commercial communications systems, as Moore’s Law has driven down the cost of the signal processing that is needed to implement OFDM based systems. OFDM or multi tone modulation as it is onetime called, is presently used in a number of commercial wired and wireless applications. On the wired side, it is used for a variant of Digital Subscriber Line (DSL). For wireless, OFDM is the basis for several television and radio broadcast applications.

2. OFDM is also used in several fixed wireless systems and wireless local-area network (LAN) products. A system based on OFDM has been developed to deliver mobile broadband data service at data rates comparable to those of wired services, such as DSL and cable modems. It is important that the overall system design be well matched to the service profiles to maximize the performance of the system and balance the ultimate user experience it provides relative to the cost to the operator. OFDM enables the creation of a very flexible system architecture that can be used efficiently for a wide range of services, including voice and data. For any mobile system to create a rich user experience, it must provide ubiquitous, fast and user-friendly connectivity. OFDM has several unique properties that make it especially well suited to handle the challenging environmental conditions experienced by mobile wireless data applications.

CHARACTERISTICS AND EVOLUTION OF DATA COMMUNICATIONS FOR A MOBILE ENVIRONMENT

3. Cellular and Personal Communications Service (PCS) communications systems have historically been designed with voice traffic in mind. The patterns associated with voice communications are well known, having been observed since the invention and widespread use of the telephone. Voice can be characterized as relatively predictable, with each party talking about half the time in an interactive manner. The statistics of call duration and time of day are well understood, allowing traffic engineers to use a standard methodology to estimate the amount of capacity needed in a communications system. The wire line telephone network has been engineered in a hierarchical fashion using large circuit switches to efficiently connect one voice user to another. The physical circuit over which a call is made is held open for the entire duration of a call. Existing cellular telephone systems have therefore been designed in a similar way and optimized to efficiently provide voice service. Data traffic differs from voice in at least three important ways:-
(a) First, data traffic is much more unpredictable than voice traffic. Data is characterized as bursty, meaning that there is significant variability in when the traffic arrives, the rate at which it arrives and the number of bits in the messages.

(b) Second, data has very different requirements in terms of reliability. Whereas voice is very robust and capable of being understood even in a noisy environment with a high Bit-Error Rate (BER) approaching one percent, data applications require extremely reliable delivery, with virtually no tolerance for bit errors. Because some bit errors are unavoidable on wireless links, it is important that fast and efficient recovery schemes are implemented to get the correct data bits to the application. A combination of Forward Error Correction (FEC) and fast acknowledgements (an Automatic Retransmission Request (ARQ) satisfies this need. Powerful FEC is employed to dramatically reduce the BER and an ARQ is used to guarantee reliable delivery.

(c) Third, data traffic encompasses a much different and wider range of services than voice. Different types of services have different requirements along several dimensions. A data service can be characterized by its importance or priority. This is determined by the Quality of Service (QoS) that is required, which can be measured by the amount of delay that a user is willing to tolerate and the reliability required. A service provider may offer differing service rates or classes of service (CoS), accordingly. Premium service users may be given priority over best-effort users, whose traffic is sent if there is capacity available at the time. The data rate that is required and granted to a user is another dimension for a data service. A user may have a Service-Level Agreement (SLA), which guarantees a certain minimum rate and allows a maximum or average rate over some period of time. A final aspect of a data service is latency or response time. This determines the degree of interactivity that can be achieved, which is a measure of how quickly channel resources can be assigned at the request of a user.

4. Many feel that data services differ from voice in one or other way, which is related to the variability in capacity demanded by the end user. If data users are allowed to consume as much bandwidth as they can, provided that there are no higher priority users contending for resources, a system will tend to always be in a state of high utilization. The admission control mechanism, which governs how users access the system and are allocated resources, becomes a potential bottleneck under such circumstances. To provide low latencies in a wireless environment, where errors are unavoidable and packets must be retransmitted, it is necessary for a system to employ a fast ARQ capability so that packets received in error can be quickly retransmitted. Fast ARQ, in turn, requires that the user's access to the system be quick in order to transmit acknowledgements upon the receipt of correct packets. Systems employing a contention-based admission control generally exhibit ever-growing latencies as utilization increases and cannot support a fast ARQ capability. A well-designed system employing scheduled, noncontention-based access can yield much lower latency and support rapid ARQs.

5. Today's data traffic is primarily driven by wire line users and generated by a broad range of sources and applications, including Internet use, electronic messaging, file transfer and to some degree voice traffic such as Voice over Internet Protocol (VoIP)
(using primarily desktop and portable computers). The Transmission Control Protocol (TCP) / Internet protocol (IP) suite, which is the data-transmission protocol used for the Internet and it is the most widely used and governs the bulk of all data traffic. In the future, the number of devices generating data traffic is expected to skyrocket by an order of magnitude. Information appliances and other data centric wireless and consumer products will fuel this growth, leveraging the inherent value that mobility provides.

6. The types and mix of applications and services used will also change over time as the mix of devices changes, with more interactive applications such as voice, gaming, two-way messaging and even video joining less interactive applications such as streaming audio and video and traditional Web browsing. Much of this traffic will go over wireless data networks. The true potential for ubiquitous wireless data communications can be unleashed when end-user devices efficiently support native TCP/IP connectivity, without the need for special translators and filters. Mobile wireless communications has traditionally posed a difficult performance challenge for TCP/IP protocols. TCP was designed and optimized around reliable wire line links, where BERs and packet-error rates are substantially lower than that typically achievable via wireless. When TCP encounters dropped or lost packets, it assumes that there is congestion on the link, but not that the link itself is unreliable. Congestion is handled by reducing the information rate at which the sender is allowed to transmit. By interpreting the unavoidable errors that occur in a wireless environment as congestion, the effective data rate seen by the end user is reduced. This is further compounded by the fact that the initial data rate at the start of a TCP session is low far below the ultimate peak rate and gradually builds over time as the systems figure out where the peak rate is. This slow-start aspect of TCP can dramatically add to latencies as the link is throttled down due to errors and then slowly ramped back up. In summary, there is a much wider range of requirements and characteristics for data communications than there is for voice. This variability prohibits data from being efficiently carried over the hierarchical networks designed for voice traffic, whether wire line or wireless. Mobile data systems face additional challenges as a result of the vagaries of the wireless environment.

OVERVIEW OF THE WIRELESS ENVIRONMENT

7. Mobile cellular wireless systems operate under harsh and challenging channel conditions. The wireless channel is distinct and much more unpredictable than the wire line channel because of factors such as multipath and shadow fading, Doppler spread and time dispersion or delay spread. These factors are all related to variability that is introduced by the mobility of the user and the wide range of environments that may be encountered as a result. Multipath is a phenomenon that occurs as a transmitted signal is reflected by objects in the environment between the base station and a user. These objects can be buildings, trees, hills or even trucks and cars. The reflected signals arrive at the receiver with random phase offsets, because each reflection generally follows a different path to reach the user's receiver. The result is random signal fades as the reflections destructively (and constructively) superimpose on one another, which effectively cancels part of the signal energy for brief periods of time. The degree of cancellation, or fading, will depend on the delay spread of the reflected signals, as embodied by their relative phases and their relative power.
Time dispersion represents distortion to the signal and is manifested by the spreading in time of the modulation symbols. This occurs when the channel is band-limited or in other words, when the coherence bandwidth of the channel is smaller than the modulation bandwidth. Time dispersion leads to inter symbol interference or where the energy from one symbol spills over into another symbol and as a result, the BER is increased. It also leads to fading. In many instances, the fading due to multipath will be frequency selective, randomly affecting only a portion of the overall channel bandwidth at any given time. Frequency selective fading occurs when the channel introduces time dispersion and when the delay spread exceeds the symbol period. When there is no dispersion and the delay spread is less than the symbol period, the fading will be flat,
thereby affecting all frequencies in the signal equally. Flat fading can lead to deep fades of more than 30 decibels (dB).

Figure 3: Demonstration of Time-Varying Fading

9. Doppler spread describes the random changes in the channel introduced as a result of a user's mobility and the relative motion of objects in the channel. Doppler has the effect of shifting or spreading, the frequency components of a signal. The coherence time of the channel is the inverse of the Doppler spread and is a measure of the speed at which the channel characteristics change. This in effect determines the rate at which fading occurs. When the rate of change of the channel is higher than the modulated symbol rate, fast fading occurs. Slow fading, on the other hand, occurs when the channel changes are slower than the symbol rate. The statistics describing the fading signal amplitude are frequently characterized as either Rayleigh or Ricean. Rayleigh fading occurs when there is no line of sight (LOS) component present in the received signal. If there is a LOS component present, the fading follows a Ricean distribution.

10. LOS path to a mobile, because the very nature of mobile communications means that mobiles can be in a building or behind one or other obstructions, leads to Rayleigh fading and also results in a shadow loss. These conditions, along with the inherent variation in signal strength caused by changes in the distance between a mobile and cell site, result in a large dynamic range of signals which can easily be as much as 70 dB. In addition to the aforementioned channel impairments, spectrum is a scarce resource for wireless systems and thus is reused within cellular systems. This means that the same frequencies are allocated to each cell, or to a cluster of cells and are shared. This increases the overall system capacity at the expense of increased potential for interference within a cell and between cells as each channel is reused throughout the system. This generally results in cellular systems being interference-limited.

OVERVIEW OF TRADITIONAL MOBILE WIRELESS SYSTEMS

11. All modern mobile wireless systems employ a variety of techniques to combat the aforementioned effects. Some techniques are more effective than the others, with the effectiveness depending on the air-interface and the system-architecture approach taken to satisfy the requirements of the services being offered. As mobile systems have been evolved from analog to digital, more sophisticated signal processing techniques have
been employed to overcome the wireless environment. These techniques include equalization, channel or error-correction coding, spread spectrum, interleaving, and diversity.

12. Diversity has long been used to help mitigate the multipath-induced fading that results from users' mobility. The simplest diversity technique, spatial diversity, involves the use of two or more receive antennae at a base station that are separated by some distance, say on the order of five to 10 wavelengths. The signal from the mobile will generally follow separate paths to each antenna. This relatively low-cost approach yields significant performance improvement by taking advantage of the statistical likelihood that the paths are not highly correlated with each other. When one antenna is in a fade, the other one will generally not be.

13. Spread spectrum systems employ a form of diversity called frequency diversity. Here the signal is spread over a much larger bandwidth than is needed for transmission and is typically greater than the coherence bandwidth of the channel. A wideband signal is more resistant to the effect of frequency selective fading than is a narrowband signal, because only a relatively small portion of the overall bandwidth use is likely to experience a fade at any given time. There are two forms of spread spectrum, Code Division Multiple Access (CDMA) and Frequency Hopping (FH). CDMA systems, such as those used in interim standard (IS) - 95 and third generation (3G) wideband CDMA (WCDMA), mix the base-band information stream with a much higher rate pseudorandom spreading sequence code, prior to transmission. This effectively increases the signal bandwidth. As a result, CDMA systems are termed spread spectrum. The spreading of the signal provides processing gain which is used to limit the effects of multipath and Doppler fading and allows the same frequency spectrum to be used by each user in each cell, provided that the transmitted power of every user is limited to only what is needed for acceptable reception. The amount of processing gain is determined by the ratio of the spread bandwidth to the bandwidth of an individual user's data stream.

14. Each user is assigned a unique spreading code when they have information to send. The same frequencies can be used by each user, because the receiver, which is listening for that user's specific code is able to effectively ignore other users' signals as long as the codes are orthogonal. A problem that CDMA systems have is that the code sequences are not truly orthogonal in the presence of multipath delay spread. This results in interference between users within a cell. Called multiple access interference, it ultimately limits the capacity of the cell. CDMA systems also employ time diversity. The multipath signals that are received can be time and phase adjusted so that they can be added together as long as the delay is more than one code symbol or chip time.

15. Spread spectrum systems provide the further performance advantage of interference averaging which is achieved as the user's signal occupies the entire system bandwidth either through spreading or hopping. A CDMA system spreads out any interference uniformly over the entire band, making it appear as a small increase in the overall noise floor, while a frequency hopping system averages interference by minimizing the time when a user and interferer occupy the same frequency. In a cellular system, the majority of interference comes from other users rather than from external sources. Although more than half of the interference present in a CDMA cell is due to the
users in that cell (rather than from other cells), the interference is still effectively averaged over all users so that no particular user is disproportionately disadvantaged. Interference averaging enables a system to be radio frequency (RF) engineered for the average interference experienced rather than the worst-case interference experienced which allows a higher degree of frequency reuse to be used. This increases the overall system capacity.

16. Systems based on CDMA are very complex with intensive signal processing required to implement them. Fast and accurate, power-control loops must be used so that the signal from one user does not drown out the signals from other users and each cell must be tightly synchronized. Errors in power control and time synchronization will result in reduced capacity and system performance. Equalization is a technique used to overcome the effects of ISI resulting from time dispersion in the channel. Implemented at the receiver, the equalizer attempts to correct for the amplitude and phase distortions that occur in the channel. These distortions change with time, because the channel response is time varying. The equalizer must therefore adapt to or track the changing channel response to eliminate the ISI. The equalizer is fed a fixed length training sequence at the start of each transmission, which enables it to characterize the channel at that time. A training sequence may also be sent periodically to maintain the equalizer’s characterization of the channel. Systems based on Time Division Multiple Access (TDMA), such as IS–136 and Global System for Mobile Communications (GSM) typically must use equalizers because their modulation symbol rate exceeds the coherence bandwidth of the channel (i.e., they operate in band-limited channels). The TDMA system divides the available spectrum into a number of equal bandwidth channels and then subdivides each channel into timeslots according to a framing structure. The frame structure defines the duration of each time slot and how often they are repeated.

![Figure 4: TDMA Frame Structure Showing Recurring Slots](image)

17. TDMA systems assign one or more time slots to a user for transmission. There is typically some guard time included between time slots to allow for time tracking errors at the mobile station. The use of equalizers adds to the complexity and costs of the TDMA systems, since equalization requires significant amounts of signal-processing power. The need to transmit a fixed sequence of training bits also adds overhead to the communications. Unlike CDMA based systems, TDMA systems cannot use every frequency in every cell because of co-channel interference and therefore need to be frequency planned. TDMA systems also have less inherent immunity against multipath fading than CDMA systems because they use a much narrower signal bandwidth. On the
plus side, TDMA users within a cell are orthogonal to each other, because they transmit at different times. Therefore, there is no intra-cell interference.

**OFDM FOR MOBILE COMMUNICATIONS**

18. OFDM represents a different system-design approach. It can be thought of as a combination of modulation and multiple-access schemes that segments a communication channel in such a way that many users can share it. Whereas TDMA segments are according to time and CDMA segments are according to spreading codes and OFDM segments are according to frequency. It is a technique that divides the spectrum into a number of equally spaced tones and carries a portion of a user's information on each tone. A tone can be thought of as a frequency, much in the same way that each key on a piano represents a unique frequency. OFDM can be viewed as a form of frequency division multiplexing (FDM). However, OFDM has an important special property that each tone is orthogonal with every other tone. FDM typically requires there to be frequency guard bands between the frequencies so that they do not interfere with each other. OFDM allows the spectrum of each tone to overlap and because they are orthogonal, they do not interfere with each other. By allowing the tones to overlap, the overall amount of spectrum required is reduced.

**CONCLUSION**

19. This article highlights the unique design challenges faced by mobile data systems that result from the vagaries of the harsh wireless channel, the wide and varied service profiles that are enabled by data communications and the performance of wire line-based protocols, such as TCP/IP, with the realities of wireless links. OFDM has been shown to address these challenges and to be a key enabler of a system design that can provide high-performance mobile data communications. OFDM is well positioned to meet the unique demands of mobile packet data traffic. Nevertheless, to seamlessly unwire all the IP applications inherent in the wired Internet and intranets (including interactive data applications and peer-to-peer applications), all layers of the OFDM air interface need to be jointly designed and optimized from the ground up for the IP data world. This means to not to rely solely on OFDM's physical layer advantages, but rather to leverage them into all of the higher layers of the system.

**Read more:-**